Note:

This CD contains the basic information for operating the Leica 3D Disto.

This description is for operation system Windows 8 and 8.1. If your computer is running on operation
system Windows 7, choose the corresponding document.

Please note that an internet connection is required for update and installation.

Be sure to have your PC updated with the latest drivers and other components.

The following description shows an update from an earlier version to 3.0.

The following content is only required to install the 3D Disto user interface on a PC with Windows op-

erating systems. It does not affect the functionality of the 3D Disto sensor or the Control Unit.

Step 1) Standard installation

Execute
Leica_Geosystems_3D_Disto_3.0.x.x_setup.exe
out of the folder

01 _3DDisto_ForWindows

and follow the instructions in the setup routine.

In order to install this application you must first install these
£E - : : components:

Geosystems !  Microsoft JNET Framework 2.0 SP2 (x88) (Installed)
comcom-3.0.0,04386-fre-signed  (Installed)
Leica_Geosystems_30_Disto_setup_x86_3.0.1.0.msi

£

www eica-geosystems, com

Windows & (x86)

Note:

installing comOcom is necessary for steering 3D Disto with the GSI command interface or having 3"
party software communicating with 3D Disto using the GSI interface protocol. Find more information
about GSl in this folder:

02_3DDisto_ExternalGSI_Interface

Press ‘Install’.



If you have chosen to install comOcom (required if GSI commands are going to be used), the setup will
now try installing driver for COM ports. Thus some Windows hardware setup messages pop up. Ac-
cept the installations.

Setup for comOcom (PREINSTALL) - B n

Windows-Sicherheit

Maéchten Sie diese Gerdtesoftware installieren?

Name: Vyacheslav Frolov comOcom - serial port ...

- Herausgeber: Christos Mikelaou

[] Software von "Christos Nikolaou" immer vertrauen Installieren Nicht installieren

& Sie sollten nur Treibersoftware von vertrauenswirdigen Herausgebern installieren. Wie kann
festgestellt werden, welche Gerdtesoftware bedenkenlos installiert werden kann?

’ -

Press ‘Install”’

Setup for comOcom (PREINSTALL)

Installed Class {df7?9%el2-3c56—421bh-h278-h6d3c42hcB78>
Installed C:“\Program Flled\cumﬁcom\cumﬂcum inf to G: \Ulnduu,,\INF\uemZii 1nf
[Re—installed C:“Program Jipdouw=

Windows- S|cherhE|t

Mdachten Sie diese Geratesoftware installieren?

Name: Vyacheslav Frolov Anschlisse (COM & LPT)

= Herausgeber: Christos Nikolaou

[] Software von "Christos Nikolaou" immer vertrauen Installieren Nicht installieren

& Sie sollten nur Treibersoftware von vertrauenswirdigen Herausgebern installieren. Wie kann
festgestellt werden, welche Gerdtesoftware bedenkenlos installiert werden kann?

R e

Press ‘Install”’



3D Disto Setup ) x

- . .
eica Welcome to the 3D Disto Setup Wizard
Geosystems
The Setup Wizard will install 3D Disto on your computer. Click
Mext to continue or Cancel to exit the Setup Wizard.
Back Mext | | Cancel
Press ‘Next’
—
by 3D Disto Setup — B

End-User License Agreement P i ca
L/

Please read the following license agreement carefully

Geosystems

Leica Geosystems

Software License Agreement

*Flease read this License Agreement thoroughly before using the Sofware®

FLEASE READ THE FOLLOWING TERMS AND CONDITIONS OF THIS LICENSE
AGREEMENT (THE “LICENSE AGREEMENT?) CAREFULLY BEFORE USING THIS
PRODUCT {AS DEFINED IN SECTICN 1). THE FRODUCT INCLUDES SOFTWARE,
WHICH LEICA GEOSYSTEMS WILL LICENSE TO YOU FOR USE ONLY IN THE

MALMKMER NETANER BEIAIN VLD MIIST KOT IMSTAIL NE | ISE THE SnfTnaRE
[+]1 accept the terme in the License Agreement
Print | | Back || Mext | | Cancel

Read the license agreement carefully.
Accept the license agreement and press ‘Next'.




i 3D Disto Setup

Destination Folder -
Click Mext to install to the default folder or dick Change to choose another.

Geosystems

Install 3D Disto to:

IC:‘IProgram Files\Leica Geosystems'3D Distol,

Select the installation folder and press ‘Next’.

Geosystems

Please wait while the Setup Wizard installs 30 Disto.

Wait until installation has finished.



3D Disto Setup

Installing 3D Disto
Geosystems

Please wait while the Setup Wizard installs 3D Disto.

Successfull GSI installation!

@ Virtual COM port for G5l client: COMTO

Default port pair is COM69 and COM70.
3D Disto talks via COM®69, external software should connect to COM70.
Press OK to continue.

B 3D Disto Setup — B
Installing 3D Disto @
Geosystems
Please 3 3D Disto SE‘tUp n

Status: Sie kénnen das Ger&t zu einem beliebigen Zeitpunkt nach
| Fertigstellen der Installation anschliefien.

Press OK



3D Disto Setup — B

teim Completed the 3D Disto Setup Wizard

Geosystems

Click the Finish button to exit the Setup Wizard.

Press ‘Finish’

Leica Geosystems 3D Disto - O

In order to install this application you must first install these
components:

Leica Geosystems 3D Disto n ded)

" 1msi (Insta
o Application installed successfully |

oK

Install

Windows & (x88)

Press ‘OK’



After a successful installation you find these two icons on your desktop:

Uy
Ld Ld

A0 Disko A0 Disko Daka

The left one starts the software, the right one contains folders for data import, export, updates and
licenses.

Step 2) Further installations (optional)

Depending on your PC’s individual state it is possible that some other necessary installations are
started automatically during the setup or after connecting the 3D Disto for the first time, such as
comOcom or Linux USB Ethernet RNDIS driver.

Step 3) WLAN connection

Now run the 3D Disto software by double clicking the 3D Disto desktop icon.

3D Disko

If you want to work wireless you need to enable a USB cable connection if you start the software for
the first time. Switch the 3D Disto on, plug in the USB cable and press this key on the start screen:

....or execute Menu - Device - Connect 3D Disto > USB
USB connection was successful if the USB icon appears in the status bar:

Now the WLAN channels are synchronized. Start the WLAN connection via:
Menu - Device - Connect 3D Disto > WLAN



In future you can start WLAN connection already on the start screen:

WLAN connection is enabled if the WLAN icon appears in the status bar:

4

If failed, you need USB connection again to change some settings. First step in case of WLAN trouble
is to change the WLAN channel: Go to

Menu > Device - WLAN channel and choose another channel.

Then execute

Menu - Device - Connect 3D Disto > WLAN

If this still does not work there may be other devices on the same channel. Change the channel until
WLAN connection works.

Windows 8.1 does not display the 3D Disto in the list of available WLAN devices. This has no influ-
ence on the connection.



Advice:

Depending on your PC’s software state it is possible that some necessary WLAN drivers do not work
properly with the 3D Disto. We recommend to update your Windows operating system permanently.
WLAN problems that you have today may disappear after the next Windows update.

To deal with this problem the Leica 3D Disto software offers the optional use of a USB WLAN stick for
WLAN connection. Their drivers are suitable and an existing connection to other devices or to the
internet must not be cut.

To establish WLAN connection via USB stick quit the Leica 3D Disto software, plug in the WLAN USB
stick and re-start the 3D Disto software. In the menu you find a list of all WLAN adaptors:

S legtions. gpnnedSD Wireless Network
5t Connection 1

File Manager WLAN channel \é‘nf(i]rrz]arl]iscsﬁg;l]ehgork v

Calculator Interface

Device. . Tilt sensor...

Select the adaptor that corresponds to the WLAN stick. Then execute MENU - Device - Connect 3D
Disto > WLAN again.

Always shut down the 3D Disto software properly or disconnect WLAN connection via menu at the end
of your measurements. In case of interrupted power supply or other rupture you may have to start
WLAN connection manually after starting the software for the next time.

If WLAN connection failed again, connect via USB again and switch to some other channels to find a
free one, as per description.

If WLAN connection still can’t be activated please check the following:

e USB connection must have been working before first WLAN connection

¢ actual version of 3D Disto PC software should be installed

¢ An external WLAN card like USB-WLAN-stick can only be used with firmware version 2.1 or
later. WLAN settings must be done manually if you work with Windows XP. See separate doc-
ument.
check that no other devices are working on the same channel
some PCs have settings that reset WLAN connections to standard values automatically to
avoid problems with the local network. After connection has failed please check if these set-
tings have been reset.

e unplug internet connection, disable fire wall

e Please consider the advice: "The wireless zero configuration is required to run, eventually you
have to activate it, see at http://tech.ifelix.net/2007.html| "



Step 4) License keys

Execute Menu > Device > Software > License to enter the license keys. There are four active protec-
tions:

One protection for the Windows version of 3D Disto software. Without this license, the DIST key is
blocked and no measurements can be executed.

3 more licenses are available for the features "Projector”, "Roomscan”, "Toolkit & Location" within the
3D Disto software.

If the 3D Disto is registered in myWorld, you can load the licenses in a key file. Save this file in the
license folder under 3D Disto Data directory (desk-top icon available).

Skip step 5 if you don’t want to use the GSI interface in addition.

Step 5) GSI commands for interfaces

It is possible to steer the system via external commands given in folder
02_3DDisto_ExternalGSI_Interface
There you find 3D_Disto_Online Manual plus extensions

To check a successful installation of all components start the 3D Disto software and the Excel file
COM_ScriptTest.xls

If @ was send successfully via any sort of terminal program, the header line of the 3D Disto changes
from ‘Measure’ to ‘GSI'. It might be necessary closing open measurements on the 3D Disto before.

&1 Terminal - 3DDISTO. TRM

£7 3D Disto
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